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The following documents are recommended for assistance in watershed and water quality modeling
applications.

Bicknell, B.R., J.C. Imhoff, J. Kittle, A.S. Donigian, and R.C. Johansen. September 1996.
Hydrological Simulation Program-FORTRAN, User’s Manual for Release 11. U.S.
Environmental Protection Agency, Environmental Research Laboratory, Athens, GA.

Brown, L.C., and T.O. Barnwell, Jr. 1987. The Enhanced Stream Water Quality Models QUAL2E
and QUAL2E-UNCAS: Documentation and User Manual. EPA 600/3-87/007. U.S.
Environmental Protection Agency, Office of Water, Washington, DC.

Flynn, K.M., P. Hummel, A. Lumb, and J.L. Kittle. 1995. User’s Manual for ANNIE, Version 2, A
Computer Program for Interactive Hydrologic Data Management. Water-Resources
Investigations Report 95-4085. U.S. Geological Survey, Reston, VA.

Lahlou, M., L. Shoemaker, M. Paquette, J. Bo, S. Choudhury, R. Elmer, and F. Xia. 1996. Better
Assessment Science Integrating Point and Nonpoint Sources, BASINS Version 1.0 User’s
Manual. EPA 823-R-96-001. U.S. Environmental Protection Agency, Office of Water,
Washington, DC.

Lumb, A.M., R.B. McCammon, and J.L. Kittle. 1994. Users Manual for an Expert System (HSPEXP)
for Calibration of the Hydrological Simulation Program-FORTRAN. Water-Resources
Investigations Report 94-4168. U.S. Geological Survey, Reston, VA.

Mills, W.B., B.B. Borcella, M.J. Ungs, S.A. Gherini, K.V. Summers, M. Lingsung, G.L. Rupp,
G.L. Bowie, and D.A. Haith. 1985. Water Quality Assessment: A screening procedure for toxic
and conventional pollutants in surface and ground water, Parts 1 and 2. EPA 600/6-85/002a,b.
U.S. Environmental Protection Agency, Environmental Research Laboratory, Athens, GA.

Shoemaker, L., M. Lahlou, M. Bryer, D. Kumar, and K. Kratt. 1997. Compendium of Tools for
Watershed Assessment and TMDL Development. EPA 841-B-97-006. U.S. Environmental
Protection Agency, Office of Water, Washington, DC.

USEPA. 1985. Rates, Constants, and Kinetics Formulations in Surface Water Quality Modeling.
2nd ed. EPA 600/3-85/040. U.S. Environmental Protection Agency, Environmental Research
Laboratory, Athens, GA.

USEPA. 1995. QUAL2E Windows Interface User’s Guide. EPA 823/B/95/003. U.S. Environmental
Protection Agency, Office of Water, Washington, DC.

USEPA. 1997. Technical Guidance Manual for Developing Total Maximum Daily Loads, Book 2:
Streams and Rivers, Part 1: Biochemical Oxygen Demand/Dissolved Oxygen and
Nutrients/Eutrophication. EPA 823-B-97-002. U.S. Environmental Protection Agency, Office
of Water, Washington, DC.


	11-References



